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Your partner in digital imagingYour partner in digital imaging

usb.camerausb.camera

Features:Features:

USB2.0 easy USB2.0 easy connectionconnection-- No external power requiredNo external power required
Excellence color reproductionExcellence color reproduction
Excellence image qualityExcellence image quality

Compact sizeCompact size

Excellence image qualityExcellence image quality

Optimized for High Frame RateOptimized for High Frame Rate
On board hardware image signal processorOn board hardware image signal processor
DirectshowDirectshow WDM WDM driver (UVC Driver)driver (UVC Driver)
On board EEPROM memory for Camera SettingsOn board EEPROM memory for Camera Settings
And And many other featuresmany other features

Applications:Applications:
MicroscopyMicroscopy
Machine VisionMachine Vision
Medical ImagingMedical Imaging

Visual InspectionVisual Inspection
SecuritySecurity
2D Barcode & OCR Reading2D Barcode & OCR Reading
Other digital imaging applicationsOther digital imaging applications

Bundled with ImageBundled with Image
Measurement SoftwareMeasurement Software

VIS Plus v3.50 !VIS Plus v3.50 !



UCV Series consists of high-performance low cost digital cameras with ISP on board 

provides unique combinations of speed, resolution, image quality and sensitivity to satisfy 
the demands of today's imaging applications. UCV series camera is a UVC device, USB 

video device class (also USB video class or UVC), a USB device class that describes 
devices capable of streaming video.  

• Various models with different imager characteristic and camera mode for different applications.
• Plug & Play – Driverless for Windows (XP,7, 8, 10 & above) and Linux (2.6.26 & above).• Plug & Play – Driverless for Windows (XP,7, 8, 10 & above) and Linux (2.6.26 & above).

• Simple & Easy one USB2.0 cable provides power, video and camera controls

• Unique optimized on board processing design for faster frame rate (high quality MJPEG)

• High sensitivity are achieved through the adoption of Aptina DigitalClarity® & Sony Exmor sensors and it’s on 
board hardware ISP (Image Signal Processor) produces high dynamic range and sharper image besides 
increasing the frame rate by output high quality MJPEG at 5MP 20FPS on USB2.0, which can only realize by 
USB3.0.



Technical Data Technical Data 

All cameras with on All cameras with on board EEPROM board EEPROM 

memory for Camera memory for Camera Settings SavingSettings Saving

All specifications are subject to change without notice


